
 

 

 

FORK / CONTAINER LIFTS 

    

    

    

Boss Conquest  Fantuzzi Hyster 

    

   

Lansing  SISU Steinbock  



 

 

 

 

 

 

CONTAINER HANDLER - BOSS G2512 ROUGH TERRAIN 

These two machines are designed for stacking loaded  20ft ISO containers up to two high over rough terr ain. The trucks are 
4 wheel drive and carry a max weight of 25,000kg. T he top lift spreaders are fitted with hydraulic twi st locks. The Boss G 
series machines share spare parts commonality acros s the range so spare parts are common in Europe. Bo th of these 
machines have had very light work they have only 12 00 - 1500 hours and the condition is excellent. 



 

 

Engine : Volvo TD120G  

Transmission : 
Allison CRT5643 3 forward and 3 
reverse  

Braking System : Air over hydraulic  

Steering : Power assisted LHD  

Tyres : Front 26.4R x 25 Rear 23.5 x 25  

Max-Load : 25,000kg  

Electrical 
System 

: 24 volt  

Length : 10.15m including forks  

Height : 4.99m  

Width : 4.48 over front tyres  

 
 

SIDE LOADER - BOSS 1215 

Ex RAF as used for loading missiles. Side loaders a re not fitted with stabilizer jacks and are, theref ore, not suitable for a 
lifting capacity of 15,000kg without modifications.   



 

 

Engine : Perkins diesel engine  

Transmission : ZF fully automatic  

Braking System : air / hydraulic  

Steering : PAS 2 wheel steer  

Tyres : 14.00 x R20  

Max-Load : 15,000kg (with outriggers)  

Electrical 
System 

: 24 volt  

Length : 7.0m  

Height : 3.7m  

Width : 3,3m  

G.V.W. : 37,000kg  

 

 

 

CONTAINER HANDLER - BOSS G4212 



 

 

Boss 42,000kg dedicated container handler. 20-40ft.  top spreader.  

Engine : 
Cummins 6 cylinder turbo diesel 
engine  

Transmission : Powershift  

Braking System : air / hydraulic  

Steering : PAS rear wheel steer  

Tyres : -  

Max-Load : 42,000kg  

Electrical 
System 

: 24 volt  

Length : 8.0m  

Height : 3.7m  

Width : 3.5m  

G.V.W. : 45,000kg  

 
 

FORKLIFT - CONQUEST CQ3 



 

 

Fitted with solid tyres, side shift and standard du plex mast. Ex reserve stock 

Engine :  Perkins 4 cylinder diesel  

Transmission : powershfit - 2 speed  

Braking System :  hydraulic brakes 

Steering :  PAS rear wheel steer  

Tyres : -  

Max-Load :  3,000kg lift cap.  

Electrical System :  12 volt  

Length :  4.0m  

Height :  2.7m  

Width :  1.6m  

G.V.W. : 4,000kg  

   

REACH / RAIL STACKER - FANTUZZI 45SP 



 

 

Container spreaders : 20/40 ft., Lifting Height :Up  to 5 Containers high 

Engine : 
Volvo T100 turbo diesel 
engine 

Transmission : Clark power shift 

Braking System : Air over hydraulic 

Steering : 
Hydraulic acting on rear 
wheels 

Tyres : 18.00 x 33 

Max-Load : 45,000kg lifting capacity 

Electrical System  : 24 volt 

Length : 9.00 M 

Height : :5.40 M 

Width : 4.50 M 

G.V.W. : 80,500 Kg 

 

 

 



 

 

FORKLIFT - HYSTER H200 

Capacities: 8,600kg @ 600mm centres, 8,010kg @ 700m m centres, 5,830kg @ 1220mm centres, Duplex mast wi th 2,5m 
tynes 

Engine : Ford diesel engine  

Transmission: : Power shift  

Braking System : Hydraulic  

Steering : PAS on rear axle  

Tyres : 9.00 x 20  

Max-Load : 8,600kg  

Electrical 
System 

: 12 volt  

Length : 4.5m (without tynes)  

Height : 3.8m  

Width : 2.3m  

G.V.W. : 9,000kg  

 
 



 

 

 

FORKLIFT - HYSTER 9.0 

Ex MOD,  Low running hours. 

Engine :  Battery Operted 

Transmission: :   

Braking System :   

Steering :   

Tyres :   

Max-Load : 900 Kg 

Electrical 
System 

:   

Length :   

Height :   

Width :   
 



 

 

G.V.W. :   

 
FORKLIFT - LANSING HERCULES 7.0 

 
Capacities: 
6,000kg @ 610mm centres, Machine weight 9,300kg, Fo rk positioners Triplex mast 
  



 

 

  

 

 

FORKLIFT - LANSING HERCULES 12.0 

Fitted with side shift, full cabin, air/hydraulic c ontrols 



 

 

Engine : 
Ford 6 cylinder diesel 
engine  

Transmission: : Clark powershift  

Braking System : Air / hydraulic  

Steering : PAs rear wheel steering  

Tyres : 11.00 x R20  

Max-Load : 10,000kg lift cap.  

Electrical System  : 12 volt  

Length : 4.0m  

Height : 3.8m  

Width : 2.5m  

G.V.W. : 15,000kg  

 

 

 

FORKLIFT - SISU TD1712HS 



 

 

Kalmar 4x4 high speed lift trucks have a top speed of 70km/h. handling general cargo or containers upt o 17,000kg.  
suspension is hydro-pneumatic, it is raised for off  road use and lowerded for on road operations. when  in the raised 
position the max load 9,000kg. Fitted with fork lif t tynes and 20 / 40ft container spreader with autom atic twist locks 

Engine : 
Cummins 6CTA8.3 8.3 litre Di 
Turbo 267hp  

Transmission : Clark 36000 power shift  

Braking System  : Air over hydraulic  

Steering : PAS on rear axle only  

Tyres : 
Dual front - 12.00 R20 XZL Rear 
- 395/85 R 20 XZL  

Max-Load : 17,000kg lift cap.  

Electrical 
System 

: 24 volt  

Length : 5.6m fork raised  

Height : 3.1m  

Width : 2.5m  

 

 

FORKLIFT - STEINBOCK ROUGH TERRAIN 4x4 



 

 

Fitted with: Duplex mast, Side shift, Hydraulic for k leveling  

Engine : 
Deutz 5 cylinder diesel 
engine  

Transmission : powershift  

Braking System : hydraulic  

Steering : PAS - rear wheel steer  

Tyres : -  

Max-Load : 2,500kg lift cap.  

Electrical System : 24 volt  

Length : 4.5m  

Height : 2.8m  

Width : 2.4m  

G.V.W. : 6,000kg  

 

 

 

 



 

 

FORKLIFT - STEINBOCK ROUGH TERRAIN 

Fitted with side shift and tyne extensions. Ex NATO  reserve stock.  

Engine : Deutz air cooled 3 cylinder diesel  

Transmission : Power shift - 2 speed  

Braking System : hydraulic  

Steering : PAS - rear wheel steer  

Tyres : -  

Max-Load : 2,500kg lift cap.  

Electrical 
System 

: 12 volt  

Length : 3.5m  

Height : 2.5m  

Width : 1.6m  

G.V.W. : 6,500kg  

 

 



 

 

 


